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APPENDIX A

INSPECTION, TESTING AND MAINTENANCE OF FIRE PROTECTION SYSTEMS

The following matrices address the NFPA code requirements for inspection, testing and maintenance of fire protection systems installed at Fermilab.  The requirements of the following standards are included:

NFPA 12
Standard on Carbon Dioxide Systems, 1998 edition

NFPA 12A
Standard on Halon 1301 Fire Extinguishing Systems, 1997 edition

NFPA 13
Standard for the Installation of Sprinkler Systems, 1996 edition

NFPA 14
Standard for the Installation of Standpipe and Hose Systems, 1996 edition

NFPA 15
Standard for Water Spray Fixed Systems for Fire Protection, 1996 edition

NFPA 17
Standard for Dry Chemical Extinguishing Systems, 1998 edition

NFPA 17A
Standard for Wet Chemical Extinguishing Systems, 1998 edition

NFPA 20
Standard for the Installation of Centrifugal Fire Pumps, 1996 edition

NFPA 24
Standard for the Installation of Private Fire Service Mains and Their Appurtenances, 1995 edition

NFPA 72 
National Fire Alarm Code, 1999 edition

NFPA 25
Standard for the Inspection, Testing, and Maintenance of Water-Based Fire Protection Systems, 1998 edition

NFPA 750
Standard on Water Mist Fire Protection Systems, 1996 edition

NFPA 2001
Standard on Clean Agent Fire Extinguishing Systems, 1996 edition

The specific testing methods or inspection procedures can be obtained from the ES&H Fire Protection Engineer, the FESS Fire System Maintenance Group, or the Fermilab Fire Department.

Abbreviations are as follows:

HPR – Highly Protected Risk

FSM - FESS Fire Systems Maintenance Group

FFD - Fermilab Fire Department

ES&H - ES&H Fire Protection Staff

COMM - Communications Center

BM - Building Manager

RECOMMENDED FREQUENCIES MATRIX - WATER BASED SYSTEMS
	
	
	Code
	
	

	PRIVATE 
ITEM
	ACTIVITY
	Reference
	Frequency
	Responsibility

	SPRINKLER SYSTEMS
	
	NFPA 25
	
	

	Sprinkler head
	Inspection
	2-2.1.1
	At same frequency as HPR assessment.  (Floor-level visual examination of a representative sample.)
	ES&H

	Spare sprinkler head
	Inspection
	2-2.1.3
	Annually
	FSM

	Sprinkler System Piping
	Inspection
	2-2.2
	At same frequency as HPR assessment.
	ES&H

	Pipe hangers
	Inspection
	2-2.3
	At same frequency that HPR facility assessment is required
	ES&H

	Gauges,

wet pipe system
	Inspection
	2-2.4.1
	FFD Quarterly, FSM Annually, BM Monthly (for condition and water pressure)
	Building Manager;

FFD and FSM during testing.

	Gauges,

dry pipe system
	Inspection
	2-2.4.2
	FFD Quarterly, FSM Annually, BM Monthly  (for condition and air and water pressure)
	Building Manager;

FFD and FSM during testing.

	Buildings
	Inspection
	2-2.5
	Annually, to assure adequate heat for wet pipe systems or dry pipe riser enclosures.
	Building Manager

	Hydraulic nameplate on sprinkler systems
	Inspection
	2-2.7
	At same frequency as HPR facility assessment.
	ES&H

	Gauges
	Test
	2-3.2
	During inspection or system test.
	FFD and FSM

	Antifreeze System Solutions
	Test
	2-3.4
	Annually
	FSM

	Dry Pipe System Compressors & Air Dryers
	Maintenance
	2-4.2
	Annually
	FSM

	STANDPIPE & HOSE SYSTEMS
	
	NFPA 25 (NFPA  1962)
	
	

	Control Valves, locked or supervised
	Inspection
	3.1, Table 3-1
	FFD Quarterly, FSM Annually

BM Monthly
	Building Manager,

FFD and FSM

	Piping
	Inspection
	3.1, Table 3-1
	At same frequency as HPR facility assessment is required
	ES&H

	Hose Connections
	Inspection
	3.1, Table 3-1
	Quarterly
	FFD

	Hose Connections
	Maintenance
	3.1, Table 3-1
	As needed based on FFD inspection.
	FESS Operations 

	Hose Cabinets
	Inspection
	3.1, Table 3-1
	Bimonthly
	FFD

	Hose
	Inspection
	3.1, Table 3-

 (2-3.3)
	Quarterly
	FFD

	Hose
	Test
	3.1, Table 3-1

(2-3.2)
	After 5 yrs., then every 3 yrs.
	FFD

	Hose Nozzles 
	Inspection
	3-2.1

(4-1.2)
	Quarterly
	FFD

	Hose Nozzles
	Test
	3.1, Table 3-1
	As needed.
	FFD

	Hose storage rack
	Inspection
	3.1, Table 3-1
	N/A Not used
	FFD

	Hose storage rack
	Test
	3.1, Table 3-1
	N/A Not used
	FFD

	Flow Test
	Test
	3.1, Table 3-1
	5 Years
	FESS/Engineering and FSM

	Private Fire Service Mains
	
	NFPA 25
	
	

	Hydrants (dry barrel) 


	Inspection
	4-2.1,           Table 4-2.1
	Monthly

(Maintain current schedule)
	FFD

	Hydrants (dry barrel) 


	Test and Maintenance
	4-3,              Table 4-2.1
	3x Annually for dead end.

Maintain current schedule for raw water system.
	FESS/Operations

	Mainline Strainers
	Inspection
	4-2.1,            Table 4-2.1
	Monthly

Maintain current schedule for raw water system.
	FESS/Operations

	Mainline Strainers
	Maintenance
	4-2.1,           Table 4-2.1
	Annually and after significant flow if inspection indicates need.
	FESS/Operations

	Piping (exposed)
	Inspection
	4-2.1,            Table 4-2.1
	Daily at pump house


	FESS/Operations

	Piping
	Test
	4-2.1,           Table 4-2.1
	5 years or after significant change.
	FESS/Engineering

	Fire PUMPS
	
	NFPA 25
	
	

	Pump House, heating
	Inspection
	5-1.1,           Table 5-1.1
	Weekly
	FESS/Operations

	Pump House, ventilating louvers
	Inspection
	5-1.1,          Table 5-1.1


	Weekly
	FESS/Operations

	Fire Pump System
	Inspection
	5-1.1,           Table 5-1.1
	Weekly
	FESS/Operations

	Pump Operations, no flow condition
	Test
	5-1.1,           Table 5-1.1
	Weekly
	FESS/Operations

	Pump Operations, flow condition
	Test
	5-1.1,           Table 5-1.1
	Annually
	FSM/Contractor

	Electrical System
	Maintenance
	5-1.1,           Table 5-1.1
	Annually
	FESS/Operations

	Controller
	Maintenance
	5-1.1,           Table 5-1.1
	Annually
	FESS/Operations

	Motor
	Maintenance
	5-1.1,           Table 5-1.1
	Annually
	FESS/Operations

	Water Spray Fixed Systems
	
	NFPA 25
	
	

	Drainage, 

Inspection
	Inspection
	7-1.1,           Table 7-3.1
	Annually - The presence or lack of adequate drainage will not affect the ability of the system to extinguish fire; it is a secondary effect only, with possible environmental impact.
	FSM

	Pipe, Fittings, Hangers and Supports
	Inspection
	7-1.1,           Table 7-3.1
	At same frequency that HPR facility assessment is required.
	ES&H

	Nozzles
	Inspection
	7-1.1,           Table 7-3.1
	Annually (part of annual test)
	FSM

	Nozzles
	Test
	7-1.1,           Table 7-3.1
	Annually
	FSM

	Strainers
	Inspection
	7-1.1,           Table 7-3.1
	Domestic water source – every 3 yrs following the full flow trip test.

Raw water source - annually, and after each operation of the system.


	FSM

	Strainers
	Test
	7-1.1,           Table 7-3.1
	Annually
	FSM

	Strainers
	Maintenance
	7-1.1,           Table 7-3.1
	Domestic water source – every 3 yrs following the full flow trip test.

Raw water source - annually, and after each operation of the system.
	FSM

	Manual Release
	Test
	7-1.1,           Table 7-3.1
	Annually
	FSM

	Water Spray System
	Test
	7-1.1,           Table 7-3.1
	Annually
	FSM

	Water Spray System
	Maintenance
	7-1.1,           Table 7-3.1
	Annually
	FSM

	Valves and FFD Connections
	
	NFPA 25
	
	

	Control Valves,      locked or supervised
	Inspection
	9-1, Table 9-1
	FFD – Monthly, Post Indicator Valves

FFD – Quarterly, Outside Screw & Yoke

FSM – Annually, Outside Screw & Yoke
	PIVs – FFD

OS&Y’s – FFD and FSM during testing.

	Post Indicator Valves,              position
	Test
	9-1, Table 9-1
	FFD - Monthly inspection only

FESS/Ops - Annually (during annual ICW main flushing)
	FFD, FESS/Ops

	Control Valves,                       operation
	Test
	9-1, Table 9-1
	Annually
	FSM

	Control Valves,                       supervisory
	Test
	9-1, Table 9-1
	Annually

(These valves are locked in the open position.)
	FSM

	Control Valves
	Maintenance
	9-1, Table 9-1
	As needed

Based on inspection and test.
	FSM

FESS/Operations

	Alarm Valves
	
	
	See Check Valves.  All alarm valves on site have been converted to simple check valves - no alarm functions.
	

	Check Valves,                          interior
	Inspection
	9-1, Table 9-1
	As needed

Based on inspections and tests of systems
	FSM

	Preaction/Deluge/Dry Pipe Valves,                             exterior
	Inspection
	9-1, Table 9-1
	FSM - Annually (as part of the test)

BM - Quarterly
	FSM, Building Manager

	Preaction/Deluge Valves          interior
	Inspection
	9-1, Table 9-1
	As needed.
	FSM

	Dry Pipe Valves,                     interior
	Inspection
	9-1, Table 9-1
	Annually
	FSM

	Preaction/Deluge/Dry Pipe Valves                            priming water
	Test
	9-1, Table 9-1
	Annually
	FSM

	Preaction/Deluge/Dry Pipe Valves                        low air pressure alarm
	Test
	9-1, Table 9-1
	Annually
	FSM

	Dry Pipe Valve Compressor Meters
	Inspection
	No code reference
	Monthly

These meters monitor compressor cycling to identify if systems have air leak problems.
	Building Manager

	Preaction/Deluge,                    full flow
	Test
	9-1, Table 9-1
	Water Spray - Annual

Deluge - Annual (use test valve to isolate system where available if raw water source or high value or if access to system drains is not available due to accelerator operation).

Full flow - minimum of 3 years.
	FSM

	Dry Pipe Valves/Quick Opening Devices,                    trip test
	Test
	9-1, Table 9-1
	Annually
	FSM

	Dry Pipe Valves/Quick Opening Devices,                    full flow trip test
	Test
	9-1, Table 9-1
	Every three years.
	FSM

	System Strainers, Filters, Orifices
	Inspection
	9-1, Table 9-1
	Every three years after the Full Flow Trip Test
	FSM

	Pressure Relief Valves, sprinkler/standpipe
	Inspection
	9-1, Table 9-1
	Annually, or when gage inspection indicates excessive pressure.
	FSM

	Pressure Relief Valves, Fire Pump
	Inspection
	9-1, Table 9-1
	Weekly
	FESS/Operations

	Pressure Relief Valves, sprinkler systems
	Test
	9-1, Table 9-1
	Annually
	FSM

	Fire Department Connections
	Inspection
	9-1, Table 9-1
	FFD Monthly

FSM Annually
	FFD

	Main Drain
	Test
	9-1, Table 9-1
	Annually and after system disablement (including disablement of supply mains)
	FSM

	wATER MIST SYSTEMS
	
	NFPA 750
	
	

	Water Tank, Supervised
	Inspection
	10-2,                Table 10-2(a)
	Annually
	FSM

	Water Tank
	Maintenance
	10-3.2,           Table 10-3.2
	Annually, including drain and refill
	FSM

	Air Pressure Cylinders, Supervised
	Inspection
	10-2,                Table 10-2(a)


	Annually
	FSM

	System Operating Components, Supervised
	Inspection
	10-2,                Table 10-2(a)
	Annually
	FSM

	Batteries, Control Panel, Interface Equipment
	Inspection
	10-2,                Table 10-2(a)
	Annually
	FSM

	Batteries
	Test
	10-2,                Table 10-2(b)
	Annually
	FSM

	Strainers and Filters
	Inspection
	10-2,                Table 10-2(a)
	Annually
	FSM

	Strainers and Filters
	Maintenance
	10-3.2,           Table 10-3.2
	After system operation
	FSM

	Control Equipment, Supervised
	Inspection
	10-2,                Table 10-2(a)
	Annually
	FSM

	Control Equipment, Supervised
	Test
	10-2,                Table 10-2(b)
	Annually
	FSM

	Piping, Fittings, Nozzles, Hangers, tubing
	Inspection
	10-2,                Table 10-2(a)
	At same frequency that HPR facility assessment is required.  Also after operation.
	ES&H

FSM after operation

	Pressure Relief Valve
	Test
	10-2,                Table 10-2(b)
	Annually
	FSM

	Water Level Switch
	Test
	10-2,                Table 10-2(b)
	Annually
	FSM

	Release Mechanisms
	Test
	10-2,                Table 10-2(b)
	Annually
	FSM

	Control Unit/Program Logic Control
	Test
	10-2,                Table 10-2(b)
	Annually
	FSM

	Water
	Test
	10-2,                Table 10-2(b)
	Annually.  This is an analysis of the water content.
	FSM

	System, Flow Test
	Test
	10-2,                Table 10-2(b)
	Annually.
	FSM

	System, Flushing
	Maintenance
	10-3.2,           Table 10-3.2
	Annually
	FSM

	Pressure Cylinders
	Test
	10-2,  10-2.4 ,

 Table 10-2(b)
	Before recharge if >5 yrs.

From last test - 12 yrs max.
	FSM/Contractor

	Automatic Nozzles
	Test
	10-2,                Table 10-2(b)
	20 yrs.
	FSM/Contractor


RECOMENDED FREQUENCIES MATRIX - FIRE ALARM COMPONENTS
	
	
	Code
	
	

	PRIVATE 
ITEM
	ACTIVITY
	Reference
	Frequency
	Responsibility

	CONTROL EQUIPMENT       (Monitored)
	
	NFPA 72
	
	

	Function
	Test
	7-3.2,           Table 7-3.2
	Annually
	FSM

	Fuses
	Insp. & Test
	7-3.1,                  Table 7-3.1          7-3.2,                   Table 7-3.2         
	Annually
	FSM

	Interface Equipment
	Insp. & Test
	7-3.1,                  Table 7-3.1          7-3.2,                   Table 7-3.2         
	Annually
	FSM

	Lamps & LED’s
	Insp. & Test
	7-3.1,                  Table 7-3.1          7-3.2,                   Table 7-3.2         
	Annually
	FSM

	Primary Power Supply
	Insp. & Test
	7-3.1,                  Table 7-3.1          7-3.2,                   Table 7-3.2         
	Annually
	FSM

	Transponders
	Test
	7-3.2,           Table 7-3.2
	Annually
	FSM

	ENGINE DRIVEN GENERATORS
	
	NFPA 72
	
	

	
	Test
	7-3.2,           Table 7-3.2
	Weekly
	FESS/Operations

	BATTERIES - FIRE ALARM SYSTEM
	
	NFPA 72
	
	

	Battery, Sealed Lead-Acid
	Inspection
	7-3.1,           Table 7-3.1
	Semiannual for Dorados.

Annual for all others (they are remotely monitored).
	FSM

	Battery, Sealed Lead-Acid
	Replacement
	7-3.2,           Table 7-3.2
	Every 4 years
	FSM

	Charger
	Test
	7-3.2,           Table 7-3.2


	Annually
	FSM

	Discharge, Sealed Lead-Acid
	Test, 30 min.
	7-3.2,           Table 7-3.2
	Annually
	FSM

	Load Voltage, Sealed Lead-Acid
	Test
	7-3.2,           Table 7-3.2
	Annually
	FSM

	TRANSIENT SUPPRESSORS
	
	NFPA 72
	
	

	
	Inspection
	7-3.1,           Table 7-3.1
	Annually.  Supervised for operation.
	FSM

	CONTROL PANEL TROUBLE SIGNALS
	
	NFPA 72
	
	

	
	Inspection
	7-3.1,           Table 7-3.1
	Annually.  Supervised for operation.
	FSM

	
	Test
	7-3.2,           Table 7-3.2
	Annually
	FSM

	EMERGENCY VOICE/ALARM COMMUNICATIONS EQUIPMENT
	
	NFPA 72
	
	

	
	Inspection
	7-3.1,           Table 7-3.1
	Annually.  Also observed during waterflow tests.
	FSM/ES&H

	
	Test
	7-3.2,           Table 7-3.2
	Annually
	FSM

	REMOTE ANNUNCIATORS
	
	NFPA 72
	
	

	
	Inspection
	7-3.1,           Table 7-3.1
	Annually
	FSM

	
	Test
	7-3.2,           Table 7-3.2
	Annually
	FSM

	INITIATING DEVICES
	
	NFPA 72
	
	

	Air Sampling
	Inspection
	7-3.1,           Table 7-3.1
	Annually.  Systems are remotely supervised.
	FSM

	Air Sampling
	Test
	7-3.2,           Table 7-3.2
	Annually
	FSM

	Duct Detectors
	Inspection
	7-3.1,           Table 7-3.1
	Annually

Systems are remotely supervised.
	FSM

	Duct Detectors
	Test
	7-3.2,           Table 7-3.2
	Annually
	FSM

	Electromechanical Releasing Devices
	Inspection
	7-3.1,           Table 7-3.1
	Annually
	FSM

	Electromechanical Releasing Devices
	Test
	7-3.2,           Table 7-3.2
	Annually
	FSM

	Fire Suppression System Switches
	Inspection
	7-3.1,           Table 7-3.1
	Annually.

Systems are remotely supervised.
	FSM

	Fire Suppression System Switches
	Test
	7-3.2,           Table 7-3.2
	Annually
	FSM

	Fire Alarm Boxes
	Inspection
	7-3.1,           Table 7-3.1
	Annually
	FSM

	Fire Alarm Boxes
	Test
	7-3.2,           Table 7-3.2
	Annually
	FSM

	Heat Detectors
	Inspection
	7-3.1,           Table 7-3.1
	Annually.

Systems are remotely supervised.
	FSM

	Heat Detectors
	Test
	7-3.2,           Table 7-3.2
	Annually
	FSM

	Radiant Energy Fire Detectors
	Inspection
	7-3.1,           Table 7-3.1
	Annually.

Currently None on site.
	FSM

	Radiant Energy Fire Detectors
	Test
	7-3.2,           Table 7-3.2
	Annually.

Currently None on site.
	FSM

	Smoke Detectors
	Inspection
	7-3.1,           Table 7-3.1
	Annually.

Systems are remotely supervised.
	FSM

	Smoke Detectors, Functional
	Test
	7-3.2,           Table 7-3.2
	Annually
	FSM

	Smoke Detectors, Sensitivity
	Test
	7-3.2,           Table 7-3.2
	Annually

Done only on systems capable of giving a Sensitivity report, otherwise just a functional test and cleaning.
	FSM

	Fire-Gas and Other Detectors
	Test
	7-3.2,           Table 7-3.2
	Annually
	Other Div/Sections

	Supervisory Signal Devices
	Inspection
	7-3.1,           Table 7-3.1
	Annually.

Systems are remotely supervised.
	FSM

	Supervisory Signal Devices, except valve tamper
	Test
	7-3.2,           Table 7-3.2
	Annually.

Systems are remotely supervised.
	FSM

	Supervisory Signal Devices, valve tamper
	Test
	7-3.2,           Table 7-3.2
	Annually.

Systems are remotely supervised and valves are locked.
	FSM

	Waterflow Devices
	Inspection
	7-3.1,           Table 7-3.1
	Annually, during test
	FSM

	Waterflow Devices
	Test
	7-3.2,           Table 7-3.2
	FFD Quarterly, FSM Annually

Maintain current frequency based on water quality and past history of failures during testing.
	FFD and FSM

	INTERFACE EQUIPMENT
	
	NFPA 72
	
	

	
	Inspection
	7-3.1,           Table 7-3.1
	Annually
	FSM

	
	Test
	7-3.2,           Table 7-3.2
	Annually
	FSM

	SPECIAL HAZARD EQUIPMENT
	
	NFPA 72
	
	

	Abort switch, release solenoid, cross-zone circuit, etc.
	Test
	7-3.2,           Table 7-3.2
	Annually
	FSM

	ALARM NOTIFICATION APPLIANCES - Supervised
	
	NFPA 72
	
	

	
	Inspection
	7-3.1,           Table 7-3.1
	Annually
	FSM

	
	Test
	7-3.2,           Table 7-3.2
	Annually
	FSM

	SUPERVISING STATION FIRE ALARM SYSTEM
	
	NFPA 72
	
	

	Transmitter
	Inspection
	7-3.1,           Table 7-3.1
	Annually
	FSM

	Transmitter
	Test
	7-3.2,           Table 7-3.2
	Annually
	FSM

	Receivers
	Inspection
	7-3.1,           Table 7-3.1
	Semiannually
	COMM

	Receivers
	Test
	7-3.2,           Table 7-3.2


	Monthly
	FSM/COMM

	SPECIAL PROCEDURES
	
	NFPA 72
	
	

	Alarm Verification
	Inspection
	7-3.1,           Table 7-3.1
	Annually.

Systems are remotely supervised.
	FSM

	Multiplex Systems
	Test
	7-3.2,           Table 7-3.2
	Annually
	FSM


RECOMMENDED FREQUENCIES MATRIX - SPECIAL SYSTEMS
	
	
	Code
	
	 

	PRIVATE 
ITEM
	ACTIVITY
	Reference
	Frequency
	Responsibility

	CARBON DIOXIDE SYSTEMS
	
	NFPA 12
	
	

	System, Condition
	Inspection
	1-10.1
	Monthly
	FFD

	System, Operation
	Insp. & Test
	1-10.3.2
	Annually
	FSM

	Hoses
	Test
	1-10.2.1
	Replace hose every 5 Years.
	FSM

	High Pressure Cylinders
	Weighing
	1-10.3.5
	Semiannually.

(There are no gages on the CO2 cylinders.)
	FSM

	HALON 1301 SYSTEMS
	
	NFPA 12A
	
	

	System
	Inspection
	4-1.1
	Monthly
	FFD

	System
	Test
	4-1.1
	Annually
	FSM

	Cylinders
	Inspection
	4-2.2
	Annually

Maintain current procedure to inspect at  annual test or after a discharge
	FSM - Contractor if Discharge

	Cylinders
	Test
	4-2.1
	When Discharged
	FSM/Contractor

	Hose
	Test
	4-3
	Replace hose every 5 Years.
	FSM

	Protected Enclosure
	Inspection
	4-4
	Same frequency that HPR facility assessment is required.
	ES&H

	Protected Enclosure
	Integrity Test
	4-4
	As indicated.
	FESS/Contractor

	DRY CHEMICAL SYSTEMS
	
	NFPA 17
	
	

	System
	Inspection
	9-2.1
	Monthly
	FFD

	Protected Hazard
	Inspection
	9-3.1(a)
	At same frequency that HPR facility assessment is required.
	ES&H

	System Components
	Maintenance
	9-3.1(b)
	Annually
	FSM

	Dry Chemical
	Inspection
	9-3.1(d)
	Every 6 years
	FSM

	System, including Releasing Devices
	Test
	9-3.1(f)
	Annually
	FSM

	Fixed-temperature Fusible metal alloy temperature sensors
	Replacement
	9-3.2
	Annually
	FSM

	Other fixed-temperature sensors
	Maintenance
	9-3.3
	Annually
	FSM

	Cylinders
	Hydro Test
	9-5
	12 years
	FSM/Contractor

	Hose
	Hydro Test
	9-6
	Replace hose every 12 Years.
	FSM

	WET CHEMICAL SYSTEMS
	
	NFPA 17A
	None Currently on Site - Proposed  for Hood/Duct Systems
	

	System
	Inspection
	5-2.1
	Monthly
	FFD

	Protected Hazard
	Inspection
	5-3.1(a)
	Semiannually
	FSM/Contractor

	System Components
	Maintenance
	5-3.1(b)
	Semiannually
	FSM/Contractor

	System, including Releasing Devices
	Test
	5-3.1(e)
	Semiannually
	FSM/Contractor

	Fixed-temperature Fusible metal alloy temperature sensors
	Replacement
	5-3.2
	Annually
	FSM/Contractor

	Other fixed-temperature sensors
	Maintenance
	5-3.3
	Annually
	FSM/Contractor

	Cylinders
	Hydro Test
	5-5
	12 years
	FSM/Contractor

	Hose
	Hydro Test
	5-5
	Replace hose every 12 years.
	FSM

	CLEAN AGENT SYSTEMS
	
	NFPA 2001
	
	

	System
	Inspection
	4-1.1
	Monthly
	FFD

	System
	Insp. & Test
	4-1.1
	Annually
	FSM

	Agent Quantity
	Inspection
	4-1.3
	Annually
	FSM

	Refillable Container Pressure
	Inspection
	4-1.3
	Semiannually when accessible.
	FSM

	Cylinders
	Inspection
	4-2.2
	Annually

Maintain current procedure to inspect at  annual test or after a discharge
	FSM - Contractor if Discharge

	Cylinders
	Test
	4-2.1
	When discharged if over 5 years from last test
	FSM/Contractor

	Hose
	Inspection
	4-3.1
	Annually
	FSM

	Hose
	Test
	4-3.2
	Replace hose every 5 Years.
	FSM

	Protected Enclosure
	Inspection
	4-4
	At same frequency that HPR facility assessment is required.
	ES&H

	Protected Enclosure
	Integrity Test
	4-4
	As indicated.
	FESS/Contractor
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