Altair Five Instrument Calibration Procedures

1.  Ensure that the Galaxy Automated Test System (GATS) is turned on and functioning properly.
2. Turn on instrument and perform pump test.
3. Insert instrument in the GATS.  Ensure the inlet is connected.  
4. Verify that the GATS has connected to the instrument.  The GATS display will show the instruments serial number and model number.  
5. Close the cover to the GATS.
6. The GATS will then automatically run the calibration.
7. The calibration can be followed on the GATS display.  
8. Green light next to the pass option on the display indicates that the instrument has passed.  A red light next to the fail option indicated that the instrument has failed calibration.  If an instrument fails, please contact you ES&H representative to alert them of the situation.  The instrument may be re-calibrated or a new instrument may be calibrated.  

If the GATS system is non-functional:
1. Locate an instrument that has been calibrated within the past 24 hours.  This can be done by searching the records of recent entries.  The manufacturer recommends calibration before each daily use.    
2. Record the last known calibration date on the Reclassification or Permitted Form.
3. Turn on equipment and allow to fully warm up.
4. Perform Fresh Air Setup when prompted by the instrument in an appropriate environment.
5. Proceed to make confined space entry. 
6. Notify division/section ES&H personnel of the system status as soon as possible.
7. Calibrate the instrument when the system becomes available.

If it is not possible to locate an instrument calibrated within the past 30 days, arrange to borrow an instrument from an organization that regularly calibrates instruments. (FESS)
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