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Select the BEST answer for each question.

1. An electrical conductor that is without insulation or guarding is considered
a. Exposed
b. De-energized
c. Energized
d. Never Hazardous
2. For exposed 480 VAC energized conductors and using the Fermilab Shock Protection Boundaries and PPE Summary Table, the Restricted Approach Boundary for shock protection is 
a. 1 Inch
b. 7 Inches
c. 1 Foot
d. 3 Feet 6 Inches
3. For energized circuits, escorted unqualified persons are allowed within which Shock Protection Approach Boundaries? 
a. Restricted Approach Boundary
b. Limited and Restricted Approach Boundaries
c. Limited Approach Boundary
d. Prohibited Approach Boundary
4. At Fermilab, Energized Electrical Work is classified as either Diagnostic or Manipulative.  

a. True

b. False

5. At Fermilab, Manipulative Energized Work is prohibited unless 
a. The qualified worker can’t find right circuit breaker
b. It is inconvenient to shutdown the circuit

c. Your supervisor told you to go ahead with the work

d. It can be demonstrated that de-energization introduces additional or increased hazards or is infeasible due to equipment design or operational limitations
6. If an electrical circuit that normally operates above 50 volts has been de-energized but not tested to verify that the circuit is in an electrically safe work condition, which of the following apply? 
a. Requirements associated with Shock Protection Boundaries must be followed
b. Requirements associated with the Flash Protection Boundary must be followed

c. NFPA 70E does not require a written Energized Electrical Work Permit for LOTO testing the circuit
d. All of the above apply
7. What is the maximum use voltage of Class 0 rubber insulating gloves? 
a. 500 Volts AC

b. 1,000 Volts AC

c. 7,500 Volta AC

d. 26,500 Volts AC

e. 36,000 Volts AC

8. A primary factor relating to a serious arc-flash is 
a. High voltage

b. Available fault current

c. Presence of supervisors during the arc-flash event
d. Ambient temperature

9. When performing electrical work that involves exposure to circuit parts or wiring that are either energized or have not been tested and found to be de-energized, it is most important to:
a. Understand and protect yourself from the shock hazard
b. Understand and protect yourself from the arc-flash hazard 
c. Both a. and b. 
d. Get the work done in the allotted time
10. If a particular Hazard/Risk Category calls for FR (Flame Resistant) clothing, it is allowed to wear other clothing that is not Flame-Resistant over the FR (Flame Resistant) clothing.

a. True.

b. False.

11. You are an electrician performing LOTO on a 120/208 VAC panelboard rated for 200 amps before installing a circuit breaker.  The circuit is fed from a transformer rated at less than 125 KVA.  According to the Simplified Guidance for Electrical Work on Fermilab AC Power Distribution systems, the minimum indicated Hazard/Risk Category is
a. -1
b. 0

c. 1

d. 2

12. Some form of eye protection is required for all Hazard/Risk Categories.  

a. True.

b. False.

13. For work under Hazard/Risk Categories 1, 2, 2*,3 and 4, which of the following PPE is always required?

a. Double-layer switching hood

b. Rubber pants

c. Hard hat

d. Bib overalls

14. In calculating your exposure to a potential arc-flash, determining factors as to the level of Arc-Rating clothing and PPE that you must wear is/are dependent on 
a. The available fault current
b. Your distance from the potential arc-flash
c. The duration of the arc-flash
d. Only a. and b.

e. a., b. and c. are all determining factors
15. When working under a Hazard/Risk Category of 2 or 2*, the minimum Arc-Rating of the FR (Flame Resistant) clothing that you wear must be at least
a. 1.2 cal/cm2 

b. 4 cal/cm2 

c. 8 cal/cm2 

d. 25 cal/cm2 

16. For Arc-Flash Protection, FR (Flame Resistant) outerwear is required for which Hazard/Risk Categories? 
a. All categories
b. Categories 0 through 4
c. Categories 1 through 4
d. Categories 2 through 4
17. Hearing protection is required to be used for which Hazard/Risk Categories?
a. Categories 0 through 4

b. Categories 1 through 4

c. Categories 2 through 4
d. Categories 3 and 4
18. For systems that are 600 volts or less, the default Flash Protection Boundary at Fermilab  is

a. 6 feet.

b. 4 feet.

c. 3 ½ feet.

d. 2 feet.

19. The threshold incident-energy level for a second degree burn for a 1 second exposure is:

a. 1.2 cal/cm2 

b. 4 cal/cm2 

c. 8 cal/cm2 

d. 25 cal/cm2
20. You are a technician performing LOTO on a power supply fed from a 100 amp branch circuit in a 208 VAC panelboard.  The short circuit current available is less than 10,000 Amps.  According to the Simplified Guidance for Electrical Work on Fermilab Utilization Equipment, the minimum indicated Hazard/Risk Category is:
a. -1

b. 0

c. 1

d. 2

Answer Key: 
1. a, 2. c, 3. c, 4. a, 5. d, 6. d, 
7. b, 8. b, 9. c, 10. b, 11. b, 12. a, 13. c, 14. e, 
15. c, 16. c, 17. a, 18. b, 19. a, 20. b
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